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The Vitolized Oil Paint 



WALL HIDE 

THE outstanding characteristic of Wall- 
hide, The Vitolized Oil Paint, is its 
ability to produce a satisfactory paint job 
under difficult conditions. 

The application of paint on interior plaster 
surfaces has become increasingly difficult owing 
to inferior plaster work and the tendency to 
rush painting on damp walls. 

Uneven suction effects on poor walls may be 
generally counteracted by the use of varnish 
type priming coats — at the risk of cracking and 
peeling of later paint coats. A better looking 
job is often temporarily secured on non-uni- 
form plaster, through the use of varnish base 
primers, but the prospect of future failures is 
always great. 

Therefore, painters, architects, chemists and 
engineers agree that the use of varnish sealing 
coats is not the proper procedure in the paint- 
ing of plaster walls. 

The Pittsburgh Plate Glass Company has 
always recognized and maintained the correct- 
ness of the principle of oil base wall paints and 
oil base primers; realizing at the same time 
that oil in its regular condition does not always 
overcome the numerous objectionable features 
in present type surfaces or assure satisfactory 
two-coat work. 

The weaknesses in the majority of paints 
and primers were recognized and kept in mind 
during the many years of intensive develop- 
ment work. This elaborate study resulted in 
the perfection of "Vitolized Oil" and its adop- 
tion for use in WALLHIDE, the Vitolized Oil 
Paint. 

Products under the WALLHIDE label suc- 
cessfully meet all requirements and in addition 
correct the major weaknesses and minor de- 
ficiencies so often encountered in interior wall 
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coatings. They combine the advantages of oil 
base and varnish base wall paints without any 
of their disadvantages, and also possess added 
properties found in no other product. WALL- 
HIDE products are built strictly on an oil base 
— absolutely no varnish is used. 

The WALLHIDE line is comprised of the 
following products: 

Wallhide Interior First Coater. 

Wallhide Interior Flat in Fifteen Colors and 
White. 

Wallhide Interior Semi-Gloss in Twelve 
Colors and White. 

Wallhide Interior Gloss White Enamel. 

Wallhide Blending and Glazing Liquid. 

In addition this line includes, primarily for 
the Master Painter: 

Wallhide P.B.X. White. 

Wallhide Finishing Coat Stipple White. 

The first step toward a successful job of wall 
finishing, especially on new work, is the appli- 
cation of WALLHIDE Interior First Coater 
reduced according to directions. Its use will 
result in a superior job irrespective of what 
material is used over it. For double security, 
the succeeding coats should be WALLHIDE. 
This procedure constitutes the standard 
WALLHIDE System. 

WALLHIDE INTERIOR FIRST COATER 

WALLHIDE Interior First Coater is de- 
signed primarily for plaster walls, for either 
new work or repainting, but is equally suitable 
for use on standing interior wood, brick and 
cement surfaces under any type of oil or var- 
nish base finishing material, flat, eggshell or 
gloss. Because of the use of Vitolized Oil, 
WALLHIDE Interior First Coater has prop- 
erties radically different from anything hereto- 
fore offered. 

(1) It has exceptional sealing properties. 
Even when applied to as porous a surface as a 
piece of 50-pound Kraft wrapping paper, it 
stands out and does not "wet through" to 
the back. 

(2) It remains elastic and flexible. After it 
has dried for months on a piece of paper or 
cloth, it will still adhere and remain pliable. 

(3) It will adhere better to damp walls with 
less possibility of peeling or blistering than 
other products. 
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Illustration A. 




Illustration B. 



Illustration A shows the average primer applied to 
50 pound Kraft Wrapping paper. B is the reverse side 
and shows the primer staining through. C shows Wall- 
hide Interior First Coater applied to the same kind of 
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Illustration C 




Illustration D. 



paper. D is the reverse and shows no discoloration, 
proving that none of the life giving liquids has been 
absorbed by the paper. This accounts for the tremendous 
elasticity and unusual sealing properties of a Wallhide film. 
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(4) It is very resistant to lime and alkali, 
making it much safer for use on walls which 
may not be thoroughly seasoned. 

(5) It can be safely recoated in four to six 
hours under favorable drying conditions. 

(6) It may be tinted with Oil Colors and 
has unusual hiding properties for a priming 
material. (See directions for tinting, page 16.) 

(7) It results in great economy. 

a. Saves both material and labor. On ac- 
count of holding out when used on high- 
ly absorbent surfaces, less material is 
required than with the ordinary oil base 
primer. This also results in making ap- 
plication much easier and quicker. These 
advantages are not so pronounced when 
compared with the ordinary varnish base 
primers and sizes, but a noticeable econ- 
omy both in speed and ease of applica- 
tion should be experienced even when 
compared with products of this type. 
On a smooth, hard troweled, non-absorb- 
ent surface no large advantage in spread 
will be obtained, but a better finish will 
be secured. 

b. Under many conditions it saves a coat 
of material without sacrificing quality 
of finish. 

(8) It may be used under any type of oil or 
varnish base finishing coat, flat, eggshell, or 
gloss with improved results in overcoming suc- 
tion spots and other surface difficulties. 

(9) With a WALLHIDE Finishing coat, a 
satisfactory two-coat job on new plaster work 
is assured. Because of its elasticity and ad- 
hesion a WALLHIDE job may be depended 
upon to be permanent. 

(10) It permits a speed heretofore unobtain- 
able in finishing. Under normal surface and 
drying conditions, overnight drying is the 
maximum time required. In emergency work, 
it may be coated with a WALLHIDE Finish- 
ing Coat, or other oil or varnish base finishing 
paints four to six hours after application. 
Even though it has not become thoroughly 
dry, WALLHIDE Interior First Coater has 
the property of holding out the finishing coat 
and of continuing to dry under the finishing 
coat at a slower rate, but just as effectively as 
though it were left exposed. 
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Illustration E. 



Illustration E shows the average primer containing 
varnish applied to paper, allowed to age, crumpled 
and smoothed out. Note how badly the film is 
cracked and broken. 



(11) It not only secures immediate results, 
but the painter can return to his work at any 
later time without fear of service trouble or 
defects. 

Every one of these claims may be easily and 
definitely substantiated, many of them by the 
painter himself, and in such a positive way as 
to be perfectly convincing. Anyone who will 
spend the time necessary to read this booklet 
and make the tests for himself will at once 
realize that here is a product that will entirely 
revolutionize his painting problems. 
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Illustration F. 



Illustration F shows this same test with Wallhide. 
Hardly a crack or a break in the surface, showing 
the permanent elasticity which is so typical of Wall- 
hide Interior First Coater. 



WHY FLAT OR SEMI-GLOSS 

With WALLHIDE available in both Flat 
and Semi-Gloss, the questions of when and 
where to use either come up. With many peo- 
ple this is merely a matter of preference — some 
delight in the mellow glow of color from sheen- 
less walls, others find the effect of gleaming 
walls far more satisfying. 

Then there are the utilitarian reasons for se- 
lecting one or the other material for certain 
rooms. Living rooms and bedrooms are not 
subjected to the wear of daily household tasks, 
and WALLHIDE Flat is ideally suited to this 
atmosphere of restful dignity and leisure. The 
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active rooms, on the other hand, the kitchens, 
bathrooms, nurseries, laundries, and the like, 
where wall washing is so much more frequent, 
will find WALLHIDE Semi-Gloss rises to all 
the demands of utility. 

Of equal importance, the question of fitness 
arises. The essential qualities of a living room 
are restfulness, hospitality, comfort, and if pos- 
sible, something of luxury. The same is true of 
bedrooms, particularly guest rooms. All the 
furnishings and accessories of these rooms are 
chosen, consciously or not, with these require- 
ments in mind — the finest rug, the choicest 
furniture, the richest fabrics we can afford, go 
into our rooms. And the walls are the setting 
for all this. WALLHIDE Flat is the gracious 
background that blends harmoniously into the 
scheme of decoration and makes the most of it. 
There are colors available to complement any 
combination — lovely tints in quiet values. 

For the busy rooms, where cooking and 
washing are the daily activity, and where chil- 
dren play, WALLHIDE Semi-Gloss, the im- 
pervious, dirt-resistant finish, offers excellent 
service. A finish that resists grease, ink and 
pencil marks, is washable with a minimum of 
effort, and this same washability makes 
WALLHIDE Semi-Gloss the practical mate- 
rial for baths and laundries. Also most suit- 
able on interior woodwork when a Semi-Gloss 
is desired. 

The sheen of this semi-gloss material is also 
in keeping with its surroundings — crisp cur- 
tains, shining porcelain, tile, linoleum, and 
enameled woodwork, and any of the colors are 
appropriate. 

WALLHIDE Semi-Gloss is also recom- 
mended for use in certain hospital rooms for 
its washability, resistance to spots, stains, and 
dirt. Corridors in public buildings, schools, 
hotels, hospitals, office buildings, and stores 
need the resistance of WALLHIDE Semi- 
Gloss to dirt, fingerprints, and scuffing, as well 
as its service in light reflection. 

WALLHIDE COLORS 

WALLHIDE Interior Wall Paint, in colors, 
is a Vitolized Oil Paint of the same type as 
WALLHIDE Interior First Coater. It pos- 
sesses unusual characteristics — the most out- 
standing of which are : 

(1) Finished wall in ONE day, one or two 
coats — old or new walls. 
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(2) Unsurpassed hiding; one coat over old 
paint; two coats on new walls. 

(3) Washable! Easy washing replaces re- 
decorating. 

(4) Perfect light diffusion and reflection. 

(5) Modern, soft pleasing colors. 

(6) Easy to apply. 

(7) Proof against peeling or cracking. 

(8) No brush marks. 

(9) Tough, adherent, non-absorbent film. 
(10) Decreases spotting to a minimum. 

FINISHED WALLS IN ONE DAY— 
One or Two Coats— Old or New Walls 

The WALLHIDE System makes quick work 
possible at no sacrifice of results, bringing 
about savings in labor and convenience in ap- 
plication. This is especially true where small 
jobs are involved, as it saves the expense of 
moving equipment, and the inconvenience of 
having the house torn up more than a day. 

Two coats can be applied in one day. 

Never in the history of the paint industry 
before Wallhide was introduced, was it pos- 
sible to apply the second coat before the first 
was thoroughly dry. 

This is possible because "WALLHIDE, the 
Vitolized Oil Paint, DRIES BY POLYMER- 
IZATION." This means drying through the 
combination of atoms. 

For example, when a WALLHIDE paint 
film is applied, it consists of millions of small 
particles or atoms. These rapidly combine into 
larger masses until the individual units are 
probably down to hundreds or thousands. This 
combining process continues until the entire 
film becomes a solid mass, which results in 
unified drying throughout the depth of the film. 

Other paints "surface dry," which means that 
there is a difference in tension between the top 
and bottom of the paint film and when a second 
coat is applied before the first is thoroughly 
dry, this difference in tension causes a crinkled 
surface. Since there is no difference in the 
tension of a WALLHIDE film, it is possible 
to apply the second coat before the first is 
absolutely dry. 

This characteristic makes it possible to 
produce finished walls in one day — one or two 
coats — old or new work. 
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UNSURPASSED HIDING— ONE COAT 
OVER OLD PAINT 

WALLHIDE makes possible a perfect one 
coat repaint over old work. Previously the in- 
fluence of the surface in this type of painting 
was great. Because of the controlled penetra- 
tion of WALLHIDE, old painted surfaces of 
varying porosities do not present the difficul- 
ties that they do to common flat wall paints. 
These surface weaknesses are bridged over by 
WALLHIDE, while the ordinary wall paints 
have a distinct tendency to penetrate and cause 
unsightly spotting. One coat of WALLHIDE 
of selected color is sufficient over old paint in 
good condition where color difference is not 
too great. Whenever the condition of the sur- 
face is in question or the color change to be 
made is great, the system for NEW WORK 
TWO COATS (Page 16) is preferable. 

EASE OF WASHING 

WALLHIDE coated surfaces are easy to 
wash. 

Dirt collection is slow and readily removed. 
In washing, use the following mixture, wash- 
ing walls from the bottom up and ceiling last. 
Rinse thoroughly with clear water. 
Cleaning Mixture: 

1 gallon Hot Water, 
1 pound Ivory Soap Chips, 
fa gallon Kerosene. 

PERFECT LIGHT DIFFUSION AND 
REFLECTION 

In living rooms and bedrooms WALLHIDE 
Flat is in keeping with the most advanced sys- 
tems of light diffusion — there is no glare, but 
rather an increased softening of the illumina- 
tion, and the Wallhide Flat tints carry this 
diffused light to every corner. In kitchens, 
bathrooms, nurseries, and laundries, bright 
clear light is needed most of the time, and 
WALLHIDE Semi-Gloss on these walls aids 
in the light reflection. 

MODERN, SOFT, PLEASING COLORS 

In addition to the technical advantages of 
WALLHIDE a great deal of time and thought 
was devoted to developing new colors which 
would be adequate to meet all requirements. 
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The Colors include a wide range ; warm col- 
ors for rooms with north exposure, or those 
having little natural light; cooler colors for 
light rooms, and colors that can be used in 
either type of room. 

The Colors follow the trend toward lighter 
walls. They are good background colors. The 
first requirement of any wall color is that it 
will subordinate itself to the furnishing. Any 
WALLHIDE color will harmonize with any 
decorative effect providing a pleasing, unob- 
trusive background for draperies, furniture and 
accessories. 

In naming WALLHIDE colors, descriptive 
names were chosen. 

It is realized that colors and their names are 
largely the association of ideas, and many peo- 
ple might name these same colors differently 
and still be correct. 

The following table shows the name of the 
color chosen and variations which might also 
identify the colors: 



WALLHIDE INTERIOR FLAT 



26-11 — SEA FOAM GREEN 

Bud Green 

Melon Green 

Citron Green 

Gooseberry Green 
26-12 — LIGHT BUFF 

Parchment 

Leghorn 
26-13— BLOSSOM PINK 

Light Rose 

Shell Pink 

Blush Pink 

Cameo Pink 
26-14— DAWN GRAY 

Putty 

Warm Gray 
26-15— HORIZON BLUE 

Sky Blue 

Light Blue 

Azure Blue 

Forget-Me-Not Blue 
26-16— SUNTONE 

Straw 

Primrose 

Colonial Yellow 
26-17— CASCADE BLUE 

Turquoise 

Robin's Egg Blue 
26-18— BEIGE 

Caenstone 

Sand 

Cafe-au-Lait 



26-19— PALMETTO GREEN 

Gray Green 

Pistachio 

Almond Green 

Antique Green 
26-20— MAIZE TAN 

Ecru 

Medium Tan 

Chamois 
26-21— PEACH 

Pale Salmon 

Light Coral 

Apricot 
26-22— MIST GRAY 

French Gray 

Silver Gray 

Dove Gray 
26-23— ORCHID 

Lavender 

Wisteria 

Pale Amethyst 

Cosmos 
26-24— IVORY 

Bisque 

Alabaster 

Old Ivory 
26-25— SPRING GREEN 

Nile Green 

Bright Sage 

Apple Green 

Leaf Green 



WALLHIDE INTERIOR SEMI-GLOSS 



27-112— PARCHMENT 
Light Buff 
Leghorn 

27-115— SKY BLUE 
Horizon Blue 
Light Blue 
Azure Blue 
Forget-Me-Not Blue 



27-116- 



-COLONIAL 

YELLOW 

Suntone 

Straw 

Primrose 
-CAENSTONE 

Beige 

Sand 

Cafe-au-Lait 
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WALLHIDE INTERIOR SEMI-GLOSS 



(Continued) 



27-121- 




27-125- 
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Spring Green 




Pale Salmon 




Nile Green 




Light Coral 




Bright Sage 


27-122- 


-DOVE GRAY 




Leaf Green 




Mist Gray 


27-150- 


-CAMEO BLUE 




French Gray 




Lake Blue 




Silver Gray 




Waterfall Blue 


27-123- 


-WISTERIA 




Blue Jade 




Orchid 


27-151- 


-BUD GREEN 




Lavender 




Tendril Green 




Pale Amethyst 




Pastel Green 




Cosmos 




Stem Green 


27-124- 


-IVORY 


27-152- 


—CORK 




Bisque 




Fawn Tan 




Alabaster 




Doeskin 




Old Ivory 




Rattan 



EASE OF APPLICATION 

One of the remarkable characteristics of 
WALLHIDE is the ease with which it can be 
applied. It flows out perfectly and dries into 
an even, pleasing film. Only an actual trial of 
this unusual product will reveal its easy brush- 
ing and certainty of satisfactory results. 

PROOF AGAINST PEELING OR 
CRACKING 

Vitolized Oil as used in WALLHIDE offers 
protection against peeling or cracking. This 
gives it the unique faculty of lying on the sur- 
face without undue penetration and remaining 
elastic, contracting or expanding with the sur- 
face to which it has been applied. 

FREEDOM FROM BRUSH MARKS 

By application of WALLHIDE one of its 
outstanding superiorities is revealed in its 
elimination of brush marks. A WALLHIDE 
job, properly done — will be entirely free from 
brush marks. 

TOUGH, ADHERENT, NON- 
ABSORBENT FILM 

Vitolized Oil produces a film of unusual 
toughness and elasticity. WALLHIDE, the 
Vitolized Oil Paint, does not penetrate into 
the surface to which it is applied, but adheres 
firmly to it. 

DECREASES SPOTTING TO A 
MINIMUM 

Under all conditions within reason, the 
WALLHIDE System is protection against 
spotting due to dampness, lime or alkali, or 
uneven suction in the plaster. 
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WALLHIDE PRODUCTS FOR 
MASTER PAINTERS 

For Master Painters, there are available, in 
addition to WALLHIDE First Coater and In- 
terior Wall Paint, two other WALLHIDE 
products. 

Wallhide P.B.X. White. 

Wallhide Finishing Coat Stipple White. 

WALLHIDE P.B.X. WHITE was devel- 
oped especially for use in schools, hospitals, 
public buildings, etc., where walls are sub- 
jected to frequent washings. It will withstand 
this treatment to an unusual degree without 
showing streaks and spotting. This finish re- 
sults in a slightly higher sheen than regular 
Wallhide Finishing Coats. 

WALLHIDE STIPPLE WHITE is a semi- 
paste which can be manipulated to produce a 
fine or coarse stipple finish. For heavy, coarse 
stipple, use paint without thinning. For a 
finer stipple, add one pint of Leptyne or 
Turpentine. 

These special products are furnished in 
White only. They can be tinted with oil colors 
or colors in the WALLHIDE line. It is es- 
sential to use the strongest color obtainable, 
such as Pittsburgh Proof Fluid Oil Colors, in 
order to detract as little as possible from the 
basic properties of the WALLHIDE which 
are affected by excessive amounts of oil. 

Darker tints should be especially made at 
the factory. Special shades will be furnished 
in lots of 50 gallons or over. 

WALLHIDE Finishing Coats are furnished 
ready for use. When a thinner working con- 
sistency is desired, add not to exceed one pint 
of Leptyne, Turpentine or a good grade of 
Painter's Naphtha per gallon. 

DO NOT ADD ANY OIL OR OTHER 
MATERIAL THAN SPECIFIED IN THE 
FOLLOWING DIRECTIONS. 
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Illustration G. 



Illustration G shows a plaster cup. One-half of 
the exterior surface was painted with ordinary oil 
paint primer and one-half with Wallhide First Coat- 
er. Both primers were tinted green with Chrome 
Green Oil Color. After drying overnight a ^ of 1 
per cent caustic solution was placed in the cup. 
After 5 minutes, the caustic solution was poured out. 
In 4-6 hours the solution taken up by the plaster cup 
had penetrated to the green primers on the exterior 
surface and caused chemical disintegration of the 
ordinary paint primer. 

Note the resistance to alkali that Vitolized Oil 
imparts to Wallhide First Coater, a characteristic of 
great practical value on damp plaster walls. 

DIRECTION FOR USE 
Flat or Semi-Gloss 
Preparation of Surface 

Wash or scrape off all Calcimine, loose 
paint, grease or dirt. Fill cracks with a stiff 
paste made from WALLHIDE Interior First 
Coater and Plaster Paris. Touch up patch 
spots with WALLHIDE Interior First Coater. 

Refinishing 

One coat of WALLHIDE of selected color 
is sufficient over old paint in good condition 
where color difference is not too great. When- 
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ever the condition of the surface is in question 
or the color change to be made is great, the 
TWO COAT System recommended below for 
NEW WORK is to be preferred. 

Old hard glossy painted surfaces do not 
require sealing. For first coat when two 
coats are required on such surfaces, use 
a mixture of equal parts of Wallhide of 
selected color and Wallhide Interior First 
Coater. Reduce one gallon of the mixture 
with two pints of Leptyne or Turpentine 
and brush out thoroughly. 

NEW WORK— TWO COATS— For first 
coat reduce one gallon of WALLHIDE Inte- 
rior First Coater with two pints of Leptyne or 
Turpentine. Leptyne is the safest and most sat- 
isfactory thinner. To this first coat mixture add 
one quart of the WALLHIDE color selected 
for finishing coat. Oil Colors may be used for 
tinting WALLHIDE Interior First Coater, but 
for this purpose use the strongest possible col- 
ors, preferably Pittsburgh Fluid Oil Colors. 
Do not reduce or mix Wallhide First Coater 
with any other materials except as above 
directed. Apply with a good brush, making 
sure that the surface receives complete cover- 
age in the first coat. 

After the first coat has dried sufficiently, 
follow with WALLHIDE of selected color. 

Overnight drying should ordinarily be al- 
lowed before the application of the second coat. 
The first coat at this time may not appear 
hard, but this is characteristic of the product 
which always remains elastic. 

One Day System — Two Coats 

A WALLHIDE two-coat job on old or new 
work may be completed in one day. For this 
quick system, use WALLHIDE Interior First 
Coater reduced and tinted with WALLHIDE 
as directed above. After five hours' drying 
apply WALLHIDE of selected color. Note 
precaution under Refinishing for Old Hard 
Glossy Painted Surfaces. 

WALLHIDE colors are furnished ready for 
use but may be thinned with Leptyne or Tur 
pentine, not to exceed one pint per gallon. 
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Three Coat Syctem 

Where three coat work is specified the 
WALLHIDE System is extended as follows: 

First Coat— Reduce WALLHIDE Inte- 
rior First Coater with two pints of Lep- 
tyne or Turpentine and apply untinted. 
Allow to dry overnight. 

Second Coat — Use a mixture of equal parts 
of WALLHIDE of selected color and 
WALLHIDE Interior First Coater, re- 
duced and tinted according to directions 
under two coat system. 

Third Coat— Use WALLHIDE of select- 
ed color. 

Glazing System — New Work 

First Coat— Use WALLHIDE Interior 
First Coater as directed for First Coat in 
Three Coat System. Allow overnight to 
dry. 

Second Coat — Use a mixture of equal parts 
of WALLHIDE of selected color and 
WALLHIDE Interior First Coater. This 
will provide a surface of the proper gloss 
and body to hold out the third or glaze 
coat. Allow to dry overnight. 

Third Coat — Use a mixture of one gallon 
of WALLHIDE of selected color different 
from, but harmonizing with, the color used 
in the second coat, and not to exceed one 
quart of WALLHIDE 28 Blending and 
Glazing Liquid. 

Immediately following the application of this 
coat, the surface is rolled with a carelessly 
crumpled chamois or newspaper. The rolling 
operation should not be done in a straight line 
or rows, but should be varied crossways from 
corner to corner, then from top to bottom. The 
varied directions will avoid a mechanical ap- 
pearance or formation of repeated patterns. 
Do not apply undue pressure during this oper- 
ation — roll lightly and very pleasing effects 
will be produced. After the chamois has been 
used for a short time, it should be washed 
thoroughly in turpentine and allowed to dry. 
By doing this, better results will be obtained. 
If newspaper is used, use fresh paper fre- 
quently. 
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Glazing System — Old Work: 

First Coat — Same as second coat under 
Glazing System — New Work. 

Second Coat — Same as third coat under 
Glazing System — New Work. 

THE VELHIDE SYSTEM 
Two Coats One Day 

The Velhide System — a new and different 
method of interior wall decoration, calls for the 
use of WALLHIDE First Coater, and WALL- 
HIDE 28 Blending and Glazing Liquid. The 
resulting finish is by far the most attractive 
and original ever obtained with so few coats 
and operations and in so short a time. 

Directions 

First Coat— Reduce WALLHIDE Interior 
First Coater with two pints of Leptyne or 
Turpentine and apply untinted or tinted 
with Pittsburgh Fluid Oil Colors. Over- 
night drying is preferable, but in emer- 
gency work the finishing coat may be ap- 
plied in from four to five hours. 

Second Coat — Use a mixture of one gallon 
of WALLHIDE of selected color and 
from one gallon to one and one-half gal- 
lons of 28 Blending and Glazing Liquid. 
Two or more colors may be used to pro- 
duce multitone effects. After spotting on 
the colors, feather the edges so as to blend 
them together. Following by rolling the 
surface with carelessly crumpled chamois 
as directed under Glazing System — New 
Work — Third Coat. Do not used crum- 
pled newspaper. 

WALLHIDE INTERIOR GLOSS 
WHITE ENAMEL 
WALLHIDE Interior Gloss White Enamel 
is a durable, high gloss, easy washing enamel 
for use on all interior standing surfaces such as 
plaster, wood, wallboard, metal, cement, brick 
or masonry. When used in accordance with 
directions, it produces a beautiful porcelain- 
like finish. 

Directions 

Prepare surface in usual way as directed on 
Page 15. Smooth or glossy surfaces should be 
roughened with steel wool or sandpaper before 
refinishing. 
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REFINISHING— One coat of WALLHIDE 
Gloss White Enamel is sufficient over old paint 
in good condition where color difference is not 
too great. Whenever the condition of the sur- 
face is in question or the color change to be 
made is great, the system recommended below 
for new work is to be preferred. NEW WORK 
—FIRST COAT— WALLHIDE First Coater 
reduced with one quart of Leptyne or Turpen- 
tine per gallon. SECOND COAT— WALL- 
HIDE White Semi-Gloss reduced with one 
quart of Leptyne or Turpentine per gallon. 
THIRD COAT— WALLHIDE Gloss White 
Enamel as it comes in the can. If two-coat 
work is specified, second coat as above may be 
eliminated and if desired the two-coat job can 
be completed in one day, allowing five hours 
for drying between coats. Oil colors may be 
used for tinting. For this purpose use strong- 
est possible colors, preferably Pittsburgh Fluid 
Oil Colors. Make certain that the surface re- 
ceives complete coverage in first coat. Over- 
night drying should ordinarily be allowed be- 
fore the application of succeeding coat. 

WALLHIDE MAY BE BRUSHED 
OR SPRAYED 

Care of Brushes 

Brushes used for the application of WALL- 
HIDE Products should be cleaned as soon as 
possible, using Turpentine in preference to 
other thinners. Keep brushes in Turpentine to 
prevent hardening of WALLHIDE in the 
brush. 

Packages 

Furnished in Pints, Quarts, halves, l's, 5's 
and non-returnable steel drums. 

Special shades furnished in 50-gallon lots 
or over. 

P.B.X. White and Stipple White in l's, 5's 
and non-returnable steel drums. 

Blending and Glazing Liquid in Pints, 
Quarts, l's and 5's only. 

Intermixing 

By a system of simple intermixing, the tints 
in the WALLHIDE colors give the widest 
possible range of decorative effects. 
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WALLHIDE 

The Vitalized Oil Paint 
One of the 



PITTSBURGH 

^^rProducts 



of the 

PITTSBURGH 

PLATE GLASS COMPANY 

Distributing Stock in 73 Leading Cities 



BRANCHES 



Akron, Ohio 
Albany, N. Y. 
Allentown, Pa. 
Amarillo, Texas 
Atlanta, Ga. 
Baltimore, Md. 
Birmingham, Ala. 
Boston, Mass. 
Bronx, N. Y. 
Brooklyn, N. Y. 
Buffalo, N. Y. 
Butte, Mont. 
Charlotte, N. C. 
Chicago, 111. 
Cincinnati, Ohio 
Cleveland, Ohio 
Columbus, Ohio 
Dallas, Texas 
Davenport, Iowa 
Denver, Colo. 
Des Moines, Iowa 
Detroit, Mich. 
El Paso, Texas 
Fort Worth, Texas 
Grand Rapids, Mich. 
Harrisburg, Pa. 
Hartford, Conn. 
High Point, No. Carolina 
Houston, Texas 
Indianapolis, Ind. 
Jacksonville, Fla. 
Kansas City, Mo. 
Knoxville, Tenn. 
Little Rock, Ark. 



Louisville, Ky. 
Memphis, Tenn. 
Milwaukee, Wis. 
Mineola, N. Y. 
Minneapolis, Minn. 
Mount Vernon, N. Y. 
Nashville, Tenn. 
Newark, N. J. 
New Haven, Conn. 
New Orleans, La. 
Oklahoma City, Okla. 
Omaha, Nebr. 
Peoria, 111. 
Philadelphia. Pa. 
Pittsburgh, Pa. 
Richmond, Va. 
Roanoke, Va. 
Rochester, N. Y. 
Saginaw, Mich. 
San Antonio, Texas 
Savannah, Ga. 
Scranton, Pa. 
Shreveport, La. 
South Bend. Tnd. 
Springfield. Mass. 
St. Louis, Mo. 
St. Paul, Minn. 
Syracuse, N. Y. 
Tampa, Florida 
Toledo, Ohio 
Tulsa, Okla. 
Utica, N. Y. 
Washington, D. C. 
Wilkes Barre. Pa. 
Youngstown, Ohio 



PAINT AND VARNISH DIVISION 

Pittsburgh Plate Glass Company 
Los Angeles, Cal. Oakland. Cal. 

Portland, Ore. Seattle, Wash. 

EXPORT OFFICE 

PAINT AND VARNISH DIVISION 

Pittsburgh Plate Glass Company 
Foot of Chester Ave. Newark, N. J. 

NEW YORK OFFICE 

PAINT AND VARNISH DIVISION 

Pittsburgh Plate Glass Company 
10 E. 40th Street New York Citv 

FACTORIES 

PAINT AND VARNISH DIVISION 

Pittsburgh Plate Glass Company 
Milwaukee, Wis. Newark, N. J. 

Portland, Ore. Los Angeles, Cal. 
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